oak spiral stair kit installation manual
Effective January 1, 2014

If you have any questions, please call the location that your Stair Kit was purchased from:
Broomall, Pennsylvania
Ontario, California

1-800-523-7427
1-800-382-IRON (4766)

Venice, Florida
Houston, Texas

1-800-648-6990
1-800-438-IRON (4766)

TABLE OF CONTENTS

OAK SPIRAL STAIR KIT:
Warranty, Safety, and Finishing Guidelines.......................................................... 1
Standard Oak Spiral Stair Kit Layouts.................................................................... 2
Oak Spiral Stair Kit Assembly Procedure............................................................... 3
In-Between Spindle Installation........................................................................... 10
Optional Balcony Rail and Post Installation......................................................... 11
Optional Well Railing Installation......................................................................... 12
Optional Top Landing Gate Installation................................................................ 16

WARRANTY, SAFETY, AND FINISHING GUIDELINES

WARRANTY
The Iron Shop provides a five year warranty on materials and workmanship,
beginning on the day you receive delivery of the Stair Kit. OAK SPIRAL STAIR
KITS ARE NOT FOR EXTERIOR USE. The stair must be installed in accordance
with the installation instructions. All wood parts must be finished with three to
four coats of a quality polyurethane varnish within 30 DAYS of receipt. You must
check all stair dimensions and orientation before finishing the stair with stain or
polyurethane, because The Iron Shop cannot correct or replace any parts once
they have been finished.
• Read the instructions through thoroughly before starting the installation.
• Prohibit use and access of the stair from the top and bottom until the entire installation is complete.
• P
 rotect all open sides of the well opening, or edge of balcony or loft, with railings or partition
walls to prevent anyone from falling into the stair well.
• Do not stand or walk on the stair until all of the treads and landing have been secured in place.
• S
 ome hardware may vary slightly from description due to manufacturing variations. However, this will
not affect assembly. Please consult customer copies for hardware breakdown.
• W
 hen using the included wrench, a great amount of leverage is generated. Make sure to place the
wrench on the lower third of the nut to be tightened, being careful that the wrench does not slip off.
• D
 o not store or install the stair in any area subject to dramatic changes in temperature and
humidity; this can cause swelling, checking, drying, or cracking of the wood components.
• Do not permit the stair to come in contact with water.
• It is the customer’s responsibility to advise us of any and all building codes or special
requirements for your Stair Kit from The Iron Shop. As manufacturers of quality stairs since
1931, we can design a stair to meet almost any requirements.
• F ollowing these guidelines will provide you with many years of use and enjoyment of your
Oak Spiral Stair Kit. Failure to do so will void your warranty.
If you have any questions, please do not hesitate to call us. See the front cover for our toll-free
phone numbers.
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